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Tecnocoating systems is one of the most trusted 
polyurea waterproofing and speciality coating 
company which has been appointed as distribu-
tors and applicators of Tecnopol in India. Tecno-
coating systems established in 2017 as an Inter-
national application support division of TECNO-
COAT P 2049 PURE POLYUREA produced by 
Tecnopol Spain . Tecnocoaitng systems executed 
many projects in different parts of the world in 
association with Tecnopol group . Our aim is to 
supply contractors with the best quality of Hot 
spray and cold applied waterproofing mem-
branes, protective coatings , Thermal insulations, 
heat reflective coatings and floor coatings. This is 
in addition to our main goal, which is to maintain 
the highest level of customer service throughout 
the project execution process.

Tecnocoating systems provides complete water-
proofing and specialty coating solutions for 
substructure, bridge decks ,tank linings, wet 
areas, roof areas, car parks ,swimming 
pools,theme parsk,artifcial rivers and drainage 
problems. We have worked for the most of the 
reputed contractors worldwide. Our projects have 
included shopping Malls, Schools,villas, towers 
and industrial applications. Our team consists of 

QUALITY WATERPROOFING
SINCE 2017

INTRODUCTION         

the best-experienced engineers,foremen and 
workers who are well trained on technical 
aspects, and installation of the right products for 
every specific job.
With the company’s extensive knowledge in 
industrial and commercial infrastructure of India, 
as well as that of the Middle east at large, Tecno-
coating Systems is an ideal business partner 
offering comprehensive benefits in a wide range 
of industries .The company is well prepared to 
meet the challenges of the 21 st century.

Servings as representative for international 
organisation, the company actively promotes 
projects in Worldwide .With extensive experience 
in trade and industry in the region, Tecnocoating 
Systems assists companies iden-tifying the 
market potential and growth trends of their prod-
ucts and services and facilitates their require-
ments and secure a competitive edge in the era.

Today,Tecnocoating Sytems aims at new markets 
and opportunities which will further promote the 
countire’s develop-ment and its status in the 
international arena.
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CORPORATE VISION
Our vision is to participate fully in 
India’s development plans and pro-
mote the country throughout the 
international business community. 
We rededicate to achieve these 

goals.

CORPORATE MISSION
Envisioning Continuous Growth

Endorsing Product Quality
Embracing Product Innovation

Ensuring Customer Service Excellence
Engaging New Ventures
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JOINT SEALING

WATERPROOFING
HOTSPRAY AND COLD APPLIED MEMEBRANE
PU BITUMINIOUS, ELASTO-MERIC PU COATINGS.

POLYUREA, EPOXY &  POLYURETHANE COATINGS.
INDUSTRIAL FLOORINGS

CONCRETE RESTORATION

CONCRETE REPAIR AND
CRACK INJECTION SYSTEM

SPECAILITY COATINGS - POLYUREA

POLYUREA APPLICATION 
TRAINING AND SUPPORT

OUR JOINT VETURES
WORLDWIDE

OUR MANUFACTURING
PARTNER

OUR CORE COMPETENCE &
MAIN SUPPLIER

INDIA

KSA

UAE

OMAN

QATAR
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BAHRAIN

AQUAPROOF

SPECIALISED 
ENGINEERING SERVICES

TCS MIDDLE EAST

SAUDI JOMANA

SAUDI JOMANA

PROEXCELTECH 
MUMBAI
SSA TECHNO, DELHI

BARTWAL 
ENGINEERING AND 
INSULATIONS,
DELHI
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PRODUCTS | SERVICES | BRANDS
LIQUID WATERPROOFING SYSTEMS THAT ADD 

VALUE AND QUALITY TO YOUR PROJECTS

HOT SPRAY COATINGS

POLYUREA SYSTEM

POLYURETHANE SYSTEM

THERMAL INSULATION SYSTEM

CONTINIOUS PAVING SYSTEM

High quality and resistance finishes and floors

PROTECTION AND DESIGN

Primer ranges are designed to maximise the 
adhesion in every support

PRIMER



ADVANTAGES OF 
POLYUREA COATINGS

Fast Reaction Time
Moisture Insensitivity
Excellent Adhesion

Superior Tensile Strength
Low to No Volatile Content
High Abrasion Resistance

Long-Term Stability
Environmental Protection

10

APPLICATIONS

ABOUT POLYUREA

WATERPROOFING &
SPECIALITY COATINGS DIVISION
TECNOCOAT PURE POLYUREA

s 
t 

Pipe / Pipeline Coatings & Linings 
Waste Water Treatment Linings 
Manhole & Sewer Linings Bridge 
Coating 
“The Ultimate in Manhole Liners” 
Joint Fill / Caulk 
Tank Coatings &Tank Linings 
Marine & Roof Coating 
Truck Bed Liners 
Theme Park & Decorative Design 
Flooring and Parking Decks 
Aquarium Lining 
Landscape & Water Containment 
Architectural
Design Water Parks & Playground 
Railcar Lining & Track Containmen 
Line Striping 
Spray Molding Fuel Storage
 & Containment

Polyurea materials have two components: the isocyanates quasi-prepolymer and a
resin blend. The resin blend is a combination of amine-terminated chain extenders. 

Unlike polyurethanes, no polyols are used in the manufacture of polyurea 
resins. When the materials are mixed together in the application equipment, 

the isocyanates and the amine resins react to form a urea linkage
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± 2.1 kg /m2 (2 mm thick) 

± 25 seconds (20ºC)

Do not dilute
Application Method 

GRACO Reactor EXP2

1:1

> 75

± 13 MPa

> 600%

± 2 kg /m2 

± 20 ~ 25 min. (20ºC)

Do not dilute
Application Method  
Manual, by roller

19:1

> 85

± 6 ~ 9 MPa

Dark Grey

> 500%

1 ~ 2 kg /m2 (1,5 mm thick)

± 4 seconds (20ºC)

Do not dilute
Application Method 

GRACO Reactor 

1:1

> 85 ~ 90

± 15 MPa

Red ,Gray

> 250%

Performance

Tack time

Dilution

Dosing unit as

Ratio 

Hardness (Shore A)

Resistance to traction

Color 

Elongation

± 2.1 kg /m2 (2 mm thick) 

± 4 seconds (20ºC)

Do not dilute
Application Method 

GRACO Reactor EXP2

1:1

> 90

± 23 MPa

White ,Grey,Black,Red

> 350%

TECNOCOAT P-2049 LVTECNOCOAT CP- 2049TECNOCOAT P-2049 ELTECNOCOAT P-2049

TECNOCOAT SERIES

Universal 100% pure 
polyurea which can be 
used for a wide range 
of applications thanks 
to its excellent proper-
ties, which mean it can 
be applied to all 
substrates: reinforced 
concrete, polyurethane 
foam, poly-styrenes, 
asphalt sheets, PVC 
sheets, wooden 
substrates, ceramic 
sub-strates, etc.

100% pure polyurea 
with high elongation 
properties specifically 
formulated for applica-
tions which require 
greater elasticity, in 
addition to all the basic 
properties of our pure 
polyurea. Ideal for 
waterproofing metal 
roofs (pre-lacquered 
panels, zinc,galvanised 
steel etc.) or elements 
which are subjected to 
considerable structural 
loads (bridge concrete 
slabs or any type of 
structural joints).

100% pure polyurea is 
a cold applied mem-
brane, which should be 
applied by hand,and is 
specifically designed 
for carrying out small 
repairs to any mem-
brane in the TECNO-
COAT product range in 
areas that cannot be 
accessed using spray 
equipment.Its drying 
time is around 50 
minutes, which gives it 
self-levelling properties 
which result in an 
extremely smooth 
surface. It is sold in 
small containers.

Low viscosity mem-
brane 100% pure 
polyurea It’s a low 
viscosity elastomer of 
100% pure polyurea, 
suitable for the coating 
and protection of the 
polyurethane foam 
TECNOFOAM against 
UV rays.
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TECNOCOAT P-2049 has been used around the worldin all types of construction 
work: airports, themeparks water parks,hotels,industrial facilities,residential 
estates, agricultural and stock breedingfacilities, sports facilities, swimming 

pools, aquariums,reservoirs, areas with high vehicle traffic etc.

TECNOCOAT CASE STUDIES
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TECNOCOAT BRIDGE DECK
WATERPROOFING SYSTEM

Concrete slab substrate

PRIMER PU-1050, polyurethane resin primer

TECNOCOAT P-2049, pure polyurea
membrane

Concrete slab substrate

PRIMER PU-1050, polyurethane resin primer

TECNOCOAT P-2049, pure polyurea membrane

PRIMER PU-1000, polyurethane resin + 
spread of silica sand
Asphalt

1

2

3

4

5

1

2
3

2

5

PRIMER PU-1000, polyurethane resin+ spread of silica and
Asphalt
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Desmopol membrane is certified by

Performance

Tack time

Dilution

Tensile Strength

Color 

Elongation

± 2 kg/m2 (1,7 mm thick) 

± 3 hours (20ºC)

10% Desmopol Solvent
(only in spraying use)

5 ~ 7 MPa

Gray , Red

600 ~ 750 %

Mono-component polyurethane elastomer which 
produces aromatic membrane, is continuous, 
elastic, fully adhered to the substrate, 100% water-
proof whose properties make it excellent for use in 
all types of surfaces, either in new construction or 
rehabilitation uses.

RESIN BASED
COATINGS

Brush, Roller,  spray gun type “airless”
Application with 

DESMOPOL ACELERADOR
singlelayer with notched trowel

APPLICATIONS
Roofs,Terraces and
Asbestos roofs
Balconies and
overhangs Metal 
Swimming pools
Artificial lakes andponds

Roof gardens 

Retaining walls and
foundations

13| The company profile



Application Method 
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Polyurethane membrane 
designed and approved for con-

tact with water destined for 
human consumption

DESMOPOL DW is a two-component liquid made 
up of 100% solids aromatic polyurethane, which 
once catalyzed forms a continuous elastic 
membrane, without any joints, overlapping or any 
integrated mesh needs. Its properties make it an 
excellent choice for achieving air-tightness and 
perfect waterproofing in potable water contact.

Applied by manually, using a Roller or Brush.

Uses
Liquid polyurethane water-based membrane, to 
waterproof or coating:
potable water for human consumption tanks (on 
concrete). Not exposed to UV rays

Recommended thickness

Dry time at 23ºC

Elongation at break at 23ºC
Tensile strength at 23ºC

Elongation

± 1,5~2 mm 

± 5~6 hours

>110%

>10 MPa

600 ~ 750 %
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DESMOPOL DW passed all the tests 
conducted by the NSF laboratories 

and is now officially classified as safe 
and suitable for use in contact with 

water destined for human 
consumption.

DESMOPOL obtains
the anti-roots certificate .
Membrane with guarantees for the 

construction of green roofs, an ever more 
common feature in architectural projects in 

city centres. In 2014, together with the 
Eduardo Torroja Construction Science 
Institute, we began tests to determine 

resistance to root penetration, in 
accordance with the EN-13948 standard, 

for the DESMOPOL polyurethane 
membrane (system listed under ETE/ETA 

10/0121).

CERTIFICATES

ADDITIVE FOR THE APPLICATION OF 
DESMOPOL DW IN JUST ONE COAT

Allows the application of the DESMOPOL 
membranein a single coat.
Improves the mechanical properties of the 
product

Eliminates the risk of bubbles appearing
Reduces the initial drying time to 
less than 1.5 hours.

Fixed consumption

Density at 23ºC

mixing ratio with
Desmopol (weight) 

Cleaning

VOC content

68 g/kg of PU membrane or 
80 ml/kg of PU membrane

0,95 g/cm³

1:0,08

>10 MPa

600 ~ 750 %

Do not use any kind of spray machine, to apply polyurethane 
membrane DESMOPOL/ DESMOPOL CB when mixed with 
DESMOPLUS.



The DESMOPOL-Q is specially formulated for 
waterproofing all types of surfaces for new 
construction and rehabilitation purposes. 
DESMOPOL-Q is a completely watertight and 
continuous membrane, without joins or overlaps 
and 100% adherent to the surface.

LIQUID SYSTEM FOR
FLAT ROOFS AND BALCONIES
WATERPROOFING

ADDITIVES

DESMOTHIX
THIXOTROPE ADDITIVE FOR
DESMOPOL MEMBRANE

MASTIC PU
SINGLE COMPONENT
POLYURETHANE MASTIC

TECNOBAND 100
SUPPORT AND
REINFORCEMENT BAND

WITHOUT DESMOPLUSWITH DESMOPLUS

Application Method 

By roll, brush or 
“airless” equipment

By squeegee, trowel, 
brush or roll

Recommended
thickness

Density at 23ºC

Elongation at 
break at 23ºC 

± 1,5 mm

± 5~6 hours

>600%

± 1,5 mm

± 1~3 hours 

>400% 

WITHOUT DESMOPLUSWITH DESMOPLUS
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FINISH COAT WITH TECNOTOP RANGE
UV REFLECTIVE
Due to the fact that it is an aromatic membrane it is essential to protect it, from the sun’s UV rays. Therefore, 
DESMOPOL·Q must be protected using colored, opaque and aliphatic materials that form a barrier against 
the aggressive effects of UV rays.

Application Method 
Application Method Brush, Shorot nap roller, 
spray gun type“airless”

When applied using an airless system, add max. 
5% Desmosolvent to help it run more smoothly 
through the equipment.

2 

±1,20 g/cm3

>71%

>1 hour

±2 horas

4 ~ 48 horas

±24 horas

Componentes

Density

Solids content

Pot Life

Tact free

Recoat time

Walkable / Passable

1

±1,20 g/cm3

>63%

-

±5 minutos

0,5 ~ 48 horas

±3 horas
>1,5 MPaHormigón adhesion >1,3 MPa
8 ºC ~ 30 ºCService temperature 8 ºC ~ 30 ºC

Application Methodology
Verification of the humidity range of the 
DESMOPOL·Q membrane surface (or any 
other kind of substrate).

Check expiry time and stir each one

Mix components A and B (if used, mix the 
pigment beforehand with component A).
Stir using a low speed electrical mixer.

Continue applying the necesary coats of 
TECNOTOP accoerding to the needs (see 
next tables)
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SETIPOL Acrylic Waterproofing /pu
It’s an elastic waterproof coating based of 
polymeric resins and pigments, forming a 
fully adhered coating to the support with-
out joints or overlaps.

Dilution

Color 

Performance

Tack time

Repainting

Elongation

± 2 kg/m2 (1,5 mm thick) 

± 1 hour (20ºC)

Water 

Brush, roller, spray gun type “airless”

> 600%

± 24 hour (20ºC)

> 600%

Tensile Strength

Application Method 

White, Grey

Application Method 
Application Method Brush, roller, spray gun type
“airless”

Roofs, Terraces, Balconies, etc ...
Polyurethane foam TECNOFOAM from the UV 
rays and others climatological agents.

For waterproofing and protection of:
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 WATER BASED EPOXY COATING

It’s a pigmented coating, fluid, aqueous-based of 
high chemical and mechanical resistance, 
presented in two components, indicated as finish-
ing of passable industrial flooring.

COLORS: Green, Gray

100% SOLIDS EPOXY COATING

It’s a pigmented coating, fluid, epoxy based of 
high chemical and mechanical resistance for 
coating of concrete pavements. 100% solids 
epoxy presented in two components, indicated as 
finishing of passable industrial flooring.

COLORS: Green Gray Red

AS ANTISTATIC 100% SOLIDS EPOXY COATING

With the same base of T-3020 TECNOFLOOR have 
changed their formulation to develop a continuous 
pavement retains no significant electric charge, 
enabling use in environments where this is a 
fundamental requirement. It should be applied in 
areas such as electronic laboratories, clean 
rooms, operating rooms, offices with sensitive 
technology, production lines, etc...

Performance

Performance

Repainting 

Drying

Application method

± 2 kg/m2 (1,7 mm thick) 

12 ~ 24 hours

± 24 hours (23ºC)

Roller, notched trowel

Depending on the method of 
application and support.

RESIN BASED COATINGS
EPOXY INDUSTRIAL FLOORINGS

Tecnofloor is certified by
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RANGE WITH A VARIETY OF NEW RESINS
We have range of different resins to maximize grip in any substrate, porous or non-porous, and under 
different conditions of temperature and humidity as well as to facilitate the implementation of our 

membranes and floors.

2 

Polyurethane 100% solids

porous

450-A / 900-B cps

60 minutes

3 ~ 24 hours

5 %

2

Polyurethane 100% solids

porous

60 minutes*

3 ~ 24 hours*

5 %

2

Epoxi 100% solids

porous

250 cps

60 minutes

3 ~ 48 hours 

5 %

Componentes

Product base

For supports

Viscosity

Initial drying time 

Recoat time

Maximum surface dampness

1

Polyurethane base solvente

porous 

120 cps

60 minutes

3 ~ 24 hours

> 5 %

PRIMER EP-1020PRIMER PUc-1050PRIMER PU-1050PRIMER PU-1000

450-A / 900-B cps

2 

Epoxi water based

porous / non-porous

450-A / 900-B cps

60 minutes

3 ~ 24 hours

5 %

2

Epoxi 100% solids

porous

60 minutes*

3 ~ 24 hours*

5 %

1

alcohol based

porous / non-porous

250 cps

60 minutes

3 ~ 48 hours 

5 %

Componentes

Product base

For supports

Viscosity

Initial drying time 

Recoat time

Maximum surface dampness

2

Epoxi 100% solids

porous / non-porous

120 cps

60 minutes

3 ~ 24 hours

> 5 %

PRIMER TPRIMER WETPRIMER EPw-1070PRIMER EP-1040

450-A / 900-B cps

Their properties and how to select the one best suited for each type of use.

Resin suitable for repairs and
overlaps

Maximum adherence on
systems used on metal

The best option for concrete

For concrete in cold 
environments

Resin ideal for epoxy systems
on concrete

All types of surfaces in 
medium-damp conditions

Porous surfaces subject to
maximum damp

For use in totally 
transparent systems
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Polyurethane primer 100% solids PRIMER-PU 
1050 is a polyurethane primer of 2 components 
with low viscosity. It is specially designed to 
increase the adhesion of the Tecnopol waterproof-
ing systems (polyurea polyurethane) in porous 
and nonporous supports like concrete, Asphalt 
sheets, PVC sheets, marble, etc...

Water based epoxy primer PRIMER-EPW 1070, Is 
a two component epoxy , without solvents, 
special designed to increase system adherence of 
DESMOPOL, TECNOCOAT P-2049, TECNOFLOOR 
systems and other products based on polyure-
thane. PRIMER-EPW 1070 is non toxic with 0% 
volatile matter.

100% solids epoxy based primer It’s a 
bi-component fluid primer epoxy based 100% 
solids, is specially designed to increase adher-
ence of TECNOFLOOR T-3020 systems.

FOR PU COATINGS
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TECNOCOATING SYSTEMS
THERMAL INSULATION

Since the introduction of TECNOFOAM™ Brand 
SPRAY POLYURETHANE Foam (SPF) Insulation 
more than 25 years ago, TECNOPOL Building 
Solutions has helped address all of these issues 
by employing a design philosophy focused on a 
variety of building envelope solutions.

THERMAL, AIR & MOISTURE 
MANAGEMENT FOR

THE BUILDING ENVELOPE

Tecnofoam Offers
Maintains membrane at a relatively constant  
temperature, minimizing effects of freeze- thaw 
cy-cling and excessive heat.
Easy removal and re-installation of ballast 
and in-sulation.
Extends life of plaza or roof, providing protec-
tion from ultraviolet deterioration

Excellent moisture resistance and stable
long-term R-value.
Protects membrane against weathering,
physical abuse and damage.

TECNOFOAM™ Series waterbased-H20 and 
EU approved gas based HFO Foam Insula-
tions offers exceptional  performance in plaza 
and pro-tected membrane roofing (PMR) 
applications.

Reduces repair expenditures

H2OWATER AS BLOWING AGENT
TECNOFOAM H2O is our range of polyurethane 
foams that uses water as a blown agent, so it is 
according to the European regulation regarding 
the range of densities available is designed to 
cover all of your specific requirements.

• Longer shelf live (4-5 months).
• High dimensional stability..
• Smooth external surface finishing
• Production cost is lower.
• No gases used. Could be considered “green product”.
• Not affected by future laws as regard gas emissions.

HFO GAS AS BLOWING AGENT
TECNOFOAM HFO use an accepted by the Euro-
pean Regulation gas as a blown agent to forms 
the final solid product. It has a high close cell 
content and a goodlambda factor (thermal 
conductivity). Several densities are offering to be
applied.

Can be used in the same way as the existing non 
permitted gas(365,141b, HFC)

• High initial k-factor.
• It doesn’t emit fluorinated gases.
• High dimensional stability.

Create a building that saves money and 
resourses white having a positive impact on 
the health of occupants’

Choose X mark for products that are appica-
ble towards LEEDS points as well as Energy 
Star Certification. 

Certified by

BUILD GREEN

Spary Foam Insulation LEED and 
Green Roof Assemblies from

TECNOPOL 
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HFO AS BLOWING AGENT

H2O AS BLOWING AGENT

50kg/m3

15kg/m3

Pavements with vehicular traffic
HFOG-2050

Injection in interior cavities with
acoustic insulation

I-2008

Interior of walls and non
traversable roofs.

G-2008

Roofing and terraces with
pedestrian and intense traffic etc.

HFOG-2040

HFOG-2025

HFOG-2035

Interior cavities, inverted roofs,
ventilated facades etc.

HFOG-2040

Roofing / terraces with pedestrian traffic.

35kg/m3

40kg/m3

12kg/m3

40 Kg/m3

60kg/m3

40kg/m3

Pavements with vehicular traffic

Roofing/terraces with pedestrian traffic
G-2040

Roofing and terraces with
pedestrian and intense traffic etc.

35kg/m3

Interior cavities, inverted roofs,
ventilated facades etc. 

G-2035

&
HFOG-2040

HFOG-2060

40 Kg/m3



24| The company profile

Never before was easier and reliable the 
tecnopol products range applications . The 
new TC2049 comes with preconfigured 
application parameters for the entire 
tecnopol membranes and foams ranges

TECNOCOAT AND TECNOFOAM APPLICATION UNIT

MACHINARY USED BY
TECNOCOATING SYSTEM

Max. Output ratio

Motor Power

Heating Power

Hose Transformer Power

Total Power

Electrical consumption

Maximum hose length

1:1 @ 160 Bar (2333 psi)
12 Kg/min (27 lb/min)

4 Kw

(2 x 6 Kw) 12 kW

3 Kw

19 kW

38 A @ 3 x 400 V / 66 A @ 
3 x 230 V

93 m/310 ft

Recommended compressor

Weight (hydraulic tank empty)

3 HP

Weight (hydraulic tank full) 300 Kg

235 Kg

H: 1200 mm/47 in W: 945 mm/37 in L: 745 mm/29 in

TECHNICAL SPECIFICATIONS

Precise setting in
ONE CLICK
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Together with the TC-2049 Tecnopol also 
developed PROMIX air purge gun.

The design principle of the gun is also 
based on simplicity of use and mainte-
nance, making the application of products 
ever easier in order to achieve consistently 
better results.

Maximum working pressure

Air pressure required

Maximum production ratio 1:1

Minimum production ratio 1:1

246 Kgf/cm2 (24 MPa) / 3500 psi

6-8 Kgf/cm2 (0.6-0.8 MPa) / 85-114 psi

18 Kg/min / 40 lb/min

1.5 Kg/min / 3.3 lb/min

TECHNICAL SPECIFICATIONS

25



TRAINING AND
TECHNICAL SEMINARS

Choice of a right equipment and workmanship are 
the success of any specialized coating job 

specially in the polyurea segment . Tecnocoaitng 
systems having a professional and dedicated 

team at your service for the trainning , installation 
and commissioning of TC 2049 machine .

Every year Tecnocoating system organise 
Technical Seminar in association with Tecnopol 
Spain having new product introduction , prod-

ucts in hand and sharing deep information about 
Tecnocoat Polyurea series , Desmopol Polyure-
thane series , Tecnofoam SPF and specialised 

flooring systems .

Technical SeminarTraining of Machine
TC 2049

In order to meet our manufacturing partner company Tecnopol ' s expectations and to 
maintain the quality of products in the application process We are at Tecnocoating 

Systems offers a complete training for all ranges of products and 
its applications before the execution of any 

projects 
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We all at TECNOCOATING SYSTEMS PRIVATE LIM-
ITED are committed to provide the desired quality of 
Waterproofing as per project specifications, timely 
supply and installation/application as per site 
requirement.

We ensure uncompromised quality at unbeatable 
prices at all times by adopting all safety measures, 
latest technology and effective continuous improve-

ment in our resources for the utmost satisfaction 
of our valued customers.

QUALITY POLICY

            

All personnel will fully aware of envi-
ronment consideration in regard to 
the work they are performing and take 
every step to avoid any form of pollu-
tion of the atmosphere and under-

ground aquifers.

It shall be management responsability 
to ensure the work is carried out in 
accordance with safety regulations 
and in house standards.

ENVIRONMENT POLICY
HEALTH & 

SAFETY POLICY
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VARIOUS PROJECTS
WORLD WIDE
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 QATAR- Land Mark Shopping Mall

QATAR- MOF Building- Doha

QATAR UNIVERSITYQATAR PRIVATE POOL
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KENYA- DIANI RESORTS AND HOTELS INDIA- HILTON - BANGALORE

MALL OF IRAN



MANY APPLICATIONS

APPLIC
ATIONS

TECNOCOAT P- 2049ONE PRODUCT
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ROOF

ROOF - METAL,CONCRETE
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WATER TANKS

WAIST WATER TREATMENT PLANT- STP

TANK COATINGS AND LININGS INTERNAL COATINGS OF TANK
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PODIUM AND
POOLS

Artificial river-theme parks
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PARKING AREA
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BRIDGES AND 
RAIL TRACKS

RAIL TRACKS
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EXISITNG
MEMBRANES

PROTECTION OF SPF
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STADIUM
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SHIP LINING
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HYDRUALIC STRUCTURE
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BALLISTIC AND
PROTECTION

BALLISTIC HELMET P2049
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PIPE COATINGS
INTERNAL AND EXTERNAL 
- METAL AND CONCRETE
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Tecnocoating Systems Private Limited 
India 

884524875 
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TECNOPOL OFFICIAL 
DISTRIBUTOR & APPROVED 

APPLICATOR FOR

BRANDS

TECNOPOL SISTEMAS, S.L. by this document certifies that

TECNOCOATING SYSTEMS PRIVATE 
LIMITED

is recognized as OFFICIAL DISTRIBUTOR & APPROVED APPLICATOR of 
TECNOCOAT, DESMOPOL, TECNOFOAM & TECNOFLOOR systems and 

TECNOPOL MACHINERY for INDIA.

This certificated is valid during 3 years 
and only for the country or countries indicated.
During the period of availability, the projects must be carried 
out under the Tecnopol technical rules.
Otherwise, this certificate shall be withdrawn.

Issued on: 03-08-2020
Expired on: 03-08-2023

1 / 1



Approved by official certification agencies
EOTA CERTIFICATES
European  TECHNICAL ASSESSMENT (ETA 11/0357) TECNOCOAT P-2049 holds an ETA certificate (w3 

25 working life years). This approval is based on a European technical approval guideline (ETAG) nº 005 

which approves the suitability of the product for its specified use, based on compliance with the essential 

requirements as “Liquid Applied Roof Waterproofing Kit, based on pure Polyurea”. Including plant roots 

penetration according EN-13948 for use in green-roofs.

European TECHNICAL ASSESSMENT (ETA 16/0680)

This approval is based on a European technical approval guideline (ETAG) nº 033 which approves the 

suitability of the product how “Liquid Applied Bridge Deck Waterproofing Kits” (under asphalt).

BBA CERTIFICATE
UK TECHNICAL ASSESSMENT (BBA 16/5340)

TECNOCOAT P-2049 holds a BBA certificate for the British market (w3 25 working life years) and 

regulates aspects as weather resistance, reaction to fire, adherence to substrates, pedestrian and road 

traffic resistance, plant roots penetration and service life for over 25 years.

NSF INTERNATIONAL LABORATORIES APPROVAL
APPROVED FOR CONTACT WITH WATER INTENDED FOR HUMAN CONSUMPTION (BS6920)

TECNOCOAT P-2049 passed all the tests conducted by the NSF laboratories and is now officially classified 

as safe and suitable for use in contact with water destined for human consumption.

EN 1504-2 APPROVAL
protection and repair of concrete structures

TECNOCOAT P-2049 holds an EN 1504-2 certificate, the official European approval for products and 

systems designed for the protection and repair of concrete structures.

CONTACT WITH FOOD PRODUCTS certi ficate
no migration in contact with ETHANOL (UE REGULATION No. 10/2011 based on EN 1186.1:2002 and EN 

1186.3:2002)

The TECNOCOAT P-2049 membrane holds a certificate issued by Applus declaring that migration in 

contact with ETHANOL is lower than the global limit permitted thereby allowing its use in the storage of 

wine, beer and liquors.

MEMBER OF POLYUREA DEVELOPMENT ASSOCIATION



V/314-PP House, Puthenchira East P. O, Trichur Kerala India. Pin - 680682

www.tecnocoatingsystems.cominfo@tecnocoatingsystems.com
919567876965 974 55912899, +34663650791

www.facebook.com/Tecnocoatingsystems www.twitter.com/tspl_india1

SPAIN | OMAN | QATAR | INDIA
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